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ABSTRACT

Intensive cultural resourceevaluationshave been conductedfor Allin Proprietary, Inc.
of two proposed well locations that are situated in the Buckskin Mountain and Sand Gulch
localities of Kane County, Utah. This archaeologicalexaminationof the Kaibab Units 1-36 and
1-2 well locations and associatedaccess routes was conductedon May 26 and 27, 1993 by the
Archeological-Environmental Research Corporation (AERC); F.R. Hauck was principal
investigator assistedby Lance Harding.

Kaibab Unit No. 1-2 is situated in the Sand Gulch localityadjacentto Telegraph Flats.
Kaibab Unit No. 1-36 is located on the top of Buckskin Monntnin about 15 miles to the
southwestof the No. 1-2 unit. Both locations and theiraccess routes are on Utah State lands.
The intensive evaluationsof these units and their access routes was extendedto cover ca. 1.8
miles of existingroadwayon Buckskin Mountain which includes ca. .9 miles on Federal innds
and ca. .9 miles on Utah State lands. An additionalca. 6 milesof existingroadwayon Federal
lands leading into the Kaibab Unit No. 1-36 locationwere non-intensivelyexamined from the
roadway during the three round-trip travel episodesinto thiswell location.

No previously recorded significant or National Register eligible cultural resources will
be adverselyaffectedby the proposed developments.

No paleontologically sensitive areas were observed or recorded.

Three newly identified cultural resource activity loci were evaluated and recorded during
the intensive examinationof the 1.8 mile-long existing roadway corridor. These sites (42KA
3950, 42KA 3951, and 42KA 3952) consistof one marginally significantprehistoric quarry site
and lithic manufacturing locus and two non-significant prehistoricsites of the same type. All
three prehistoric sites have been impacted by the earlier constructionof the existing roadway.
Additional blading and vehicle traffic within the established roadway across these sites is not
considered to pose any further threat to their limited integrity.

AERC recommends project clearancebased upon adherenceto the stipulationsnoted in
the final section of this report.
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GENERAL INFORMATION

On May 26 and 27, 1993, AERC arclmlogist F.R. Hauck assistedby Lance Harding
conductedintensivecultural resource evaluationsfor Allin Proprietary, Inc. of Salt Lake City.
These examinations involved a ca. 1.8 mile-long existingroadwaythatextends in a roughly east-
west orientationon the top and upper north slopeof Buskskin Mountain, and two proposed well
locations (Kaibab Units 1-2and 1-36) thatare situatedin the SandGulchand Buckskin Mountain
localities of Kane County, Utah.

The existingroadwayintothe Buckskin Mountain projectarea is situatedon federallands
adminimemd by the Kanah Resource Area office and the Cedar City District officeof the Bureau
of Land Management. The well locations, proposedaccessroutes, and remainderof the existing
roadway are on Utah State lands. About .9 miles of exiting roadway that was intensively
examined and another ca. 6 miles of existing roadway that was non-intensivelyexamined
providing access to the top of Buckskin Mountain are situated on BLM saminigered lands.
Another .9 milesof intensively surveyedexistingroadway and the two well locations and their
access routes are all on Utah State lands.

The purpose of the field study and this report is to identify and documentcultural site
presence and assessNational Register potentialsignificancerelative to establishedcriteria (cf.,
Title 36 CFR 60.6). The proposed developmentof these well locationsand their respective
access routes requires an archaeologicalevaluationin compliancewith the Antiquities Act of
1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section 106 of the
National Historic Preservation Act of 196&as amended, the National Environmental Policy Act
of 1969, the Federal Land Policy and Management Act of 1979, the Archaeological Resources
Protection Act of 1979, the Native American Religious Freedom Act of 1978, the Historic
Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the appropriate state
and federal offices and also to the Antiquities Section of the Utah State Division of History.
This work was done under U.S. Department of Interior Permit for Utah UT-92-54937 which
expires on January 31, 1994.

Pro.iect Location

This projectareas are displayed within the Pine Hollow Canyon and Fivemile Valley 7.5
minutetopographicquads as shownon Maps 1 and 2.

Kaibab Unit No. 1-2 which is situated in the Sand Gulch locality near Telegraph Flats
is located in the northwestquarter of the northwest quarter of Section 2, Township 42 South,
Range 2 West. The access .2 mile-long access route for this location extends northwest from
the Pariah road (see Map 1).
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The Kaibab Unit No. 1-36 is locatedon the top of Buckskin Mountain in the southwest
quarter of the aartheast quarter of Sectiön 36, Township 43 South, Range 3 West. It is
accessiblefromSection 4 in the same townshipand range via the existing roadway that exits
Highway 89 is that location and extends in a southeasterlydirection to ascend to the top of
Buckskin Mo.nupin. The initial ca. 6 milesof existingroadway were non-intensivelyexamined

fromthe roadwayduringthe three travel episodesinto thisprojectarea (not shownon the map).
The final 1.8 milesof that existingroadwaywere intensivelyexaminedon foot. Some .9 miles
of that roadwayis on BLM administrated lands and the remaining ca. .9 miles is on Utah State
lands. The .15 milesofproposedaccessroute into this unit extendsin a northerlydirectionfrom '

the existingroadwayin the center of Section36 to the location (see Map 2).

Environmental Description

The project areas range in elevation above sea-levelfrom the 5260 elevationassociated
with the Kaibab Unit No. 1-2 to the 6300 to 6420 foot elevationzone inventoried during the
evaluationsassociatedwith the Kaibab Unit No. 1-36.

A sandy, sagecoveredvalley floor environmentwas encounteredat the Kaibab 1-2 unit.
That environmentcontrasts markedly with the pinyon-juniperwoodland that covers Buckskin
Mountain location.

The vegetation throughoutthe project area includes a diverse range of flora including such
species as Chrysothamnus spp., Ephedra viridis, Artemesia tridentata, Purshia
tridentata, Quercusspp., Juniperus spp., Pinus edulis, Yucca spp., Opuntia spp.,
and a variety of grasses.

The geological associations encountered during these evaluations include Quarternary
deposits in the Sand Gulch locality and the Kaibab Limestone Formation in both the Sand Gulch
and Buckskin Mountain localities. The Kaibab Limestone Formation is associatedwith the
middlePermian era.

PREVIOUSRESEARCHIN THELOCALITY

File Search

Records searchesof the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City were conductedon May 24, 1993. A similar search was
conductedat the Kannh Area office of the BLM on May 25, 1993. The National Register of
Historic Places has been consultedand no registered historic or prehistoric properties will be
affectedby the proposeddevelopments.



Two known culturalsites are situated within a two mile radius from the Buckskin
Mountain Inratinn These sites havebeen designated42KA 1528and 42KA 1529 and are non-
significant lithit si:atters.Severalinventorieshave been conductedby Rick Thompson in 1988
withina mileofthe SandGulch location(Kaibab Unit No. 1-2). Those surveysresulted in the
documentationof Site 42KA 3778, a non-significantopen occupation(Thompson 1988).

Prehistory and History of the Cultural Region

Currentlyavailableinformationindicatesthatthe ColoradoPlateau CulturalArea has been
occupiedby a varietyof culturesbeginningperhaps as early as 10,000B.C. These cultures, as
identifiedby their material remains, demonstratea cultural developmentalprocess thatbegins
with the earliest identifiedPaleoindian peoples(10,000 - 7,000 B.C.) and extendsthroughthe
Archaic (ca. 7,000 B.C. - A.D. 300), and Formative (ca. A.D. 400 - 1100)Stages, and the
late Prehistoric-Protohistoric periods (ca. A.D. 1200 - 1850) to concludein the Historic-
Modern period whichwas initiatedwith the incursionof theEuwAmerican trappers,explorers,
and setders. BasicaHy,each culturalstage - with the exceptionof the Late Prmhistorichuntinÿ
and gathering Shoshoneanbands - features a more complex life-way and social order than
occurredduring the earlier stageof development(Hauck 1991:53).

Site Potential in the Proiect Development Zone

Previous archaeologicalevaluations in the Sand Gulch and Buckskin Mountain localities
have resulted in the identification of cultural resource sites having marginal to no potential
eligibilityfor nomination to the National Register of Historic Places (NRHP).

Site density in the two project areas is high ranging from ten sites per square mile
to over 500 sites per section in the accessible,open, and well watered areas.

FIELD EVALUATIONS

Methodologv

Intensive evaluations have been conducted in the existing 1.8 mile-long roadway on
Buckskin Mountain and in the proposed access routes and well locations relative to thisreport.
These evaluations consisted of the archaeologistswalking a series of 10 to 20 meter-wide
transects. Seventy meter radii were examinedaround each well center. Corridorsranging from
15 to 20 meters in width were evaluated in associationwith the access routes and roadway
studies. Thus, some 4 acres of well locations and another 13 acres associatedwith accessroute
corridors and the 1.8 mile long existing roadway were evaluated.



The observation of cultural materials during a surface inventory results in intensive
examinations le determine the nature of the resource (isolate or activity locus). The
documentatieë¾ eachspecificculturalsite involvessketching, photography,and appropriate
recordation on standard IMACS forms. Cultural sites are also evaluated for
temporallspatial/culturalassociationsand resourcesignificanceutiliring the criteriadescribedin
the sectionbelow. In assessingany given site's potential for disturbancedue to the proposed
developmental activity, the archaeologistidentifies specificresommeavoidanceproceduresor
develops,with theconcurrenceof the client, a mitigationplan to preservethe resourcefromthe
expecteddestruction. Recommmtations of these actionsare provided to the client and also to
the land administrating agencyand the statehistoric preservationofficeas a means of preserving
significantresourceswhich are endangered within the potentinidevelopment zone.

Site Significance Criteria

Prehistoric and historicculturalsites which can be consideredas eligiblefor nomination
to the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as establishedin Title 36 CFR 60.6:

The quality of significancein American ... archaeology ... and culture is
present in ... sites ... that possessintegrityof location,design, setting,materials,
worirmamhip,feeling, and associationand:
a. That are associatedwith eventsthat have made a significantcontributionto the
broad patterns of our history; or
b. that are associatedwith the lives of persons significant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or may be likely to yield, information important in
prehistory or history.

In addition to satisfyingone or more of these general conditions, a significant cultural
resource site in Utah will generally be consideredas being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final reviewof any site's culturalsignificance,the site must possess integrity and at
least oneof the abovecriteria to be consideredeligible for nominationto the National Record
of Historic Places.



Results of the Inventorv

T1see cultural resource sites were newly identified, recorded, and evaluated
for the presentproject. All three sitesare situated on Buckskin Mountain and
arewithin thé roadwaythat will provide accessinto the Kaibab Unit No. 1-36 location.
These siteshavebeen designatedas 42KA 3950, 3951, and 3952. A brief descriptionof these
three sites canbe providedas follows.

SITE42KA 3950 (seeMap 2)
Site42KA3950consistsof a 20 x 50 meter lithic scattersituatedon the thin soils
riding on the limestone bedrock that is exposedover much of the top of Buckskin
Mountain. The sitecontainsa scatterof cores,core shatter, primary, secondary,
and tertiaryflakes and fragmentedbiface tools that have been discarded. The
lithic materialis predominantlywhite, gray, and red opaquechert and white-red
translucentchert. Quartzitedebitage is occasionallypresent. Site was locus for
lithic tool manufactureextendingfrom basic core reduction through the various
biface thinning stages related to tool manufacture. The diagnostic artifacts
observed on the site during the survey consist of side-notched atlatl point
fragments. Site appears to date from the Late Archaic-Basketmaker II phasesof
Southwestern prehistory.

National Register Status This site is not consideredto be a significantresource.
It contains soil depth of less than 5 cm., no features, no potential for buried
features, and no variety of lithic tool types. The contextualintegrity of this site
has been compromisedby surface deflation, erosion and construction. Thus it
doesnot qualify as a potential National Register propertyunder any of the criteria
of Title 36 CFR 60.6.

Potential for Adverse Effect The existing road into proposed Kaibab Unit No. 1-
36 passes through the center of this site. The primary disturbance to the site
occurredduringthe blading of the originalroadway; additional vehicle traffic and
further surfacemodificationwithin that bladedright-of-way will not substantially
affect this site.

Recommendations None -- site is not considered to be eligible for inclusion on
the National Register of Historic Places, therefore, mitigation of adverse impact
is not recommended.

SITE 42KA 3951 (see Map 2)
Site 42KA 3951 consistsof a 100 x 100 meter lithic scatter situated on the thin
soils riding on the limestone bedrock that is exposed over much of the top of
Buckskin Mountain. The site contains a scatter of cores, core shatter, primary,
secondary, and tertiary flakes and fragmented biface tools that have been



discarded. The lithic material is predominantlywhite, gray, and red opaquechett
andwhilmed translucentchert. Quartzitedebitageis occasionallypresent. One

observed. Site was locus for lithic tool manufactureextending
tom reductionthroughthe various biface thinning stages related to tool

. The diagnosticartifacts observed on the site during the survey
consistof side& corner-notchedatlatlpoint fragments. Site appearsto date from
thea Archaic-Rackermaker II phasesof Southwesternprehistory.

Nat. Register Status This site is considered to be a marginally significant
resource. It enntnins soil depths ranging from 5 to 15 cm., and has limited
potential for buried features. The contextual integrity of this site has been
partially compromised by surface deflation, erosion, road construction, and
collectors.

_

Thus it requires further workto determine whether it qualifies as a
potentialunder criteriond of Title 36 CFR 60.6.

Potential for Adverse Effect The existingroad intoproposedKaibabUnit No. 1-
36 passes throughthe southern peripheryof thissite. The primarydisturbanceto
the site occurred during the blading of the original roadway; additionalvehicle
traffic and further surface modificationwithin that bladed right-of-way will not
substantiallyaffect this site.

Recommendations None - although this site is considered to be marginally
eligible for inclusion on the National Register of Historic Places, mitigation of
adverse impact is not recommended because adverseeffect has already occurred
and additional blading and vehicle traffic within the existing rightof-way will not
seriously affect the significance of the general site area.

SITE 42KA 3952 (see Map 2)
Site 42KA 3952 consists of a 30 x 50 meter lithic scatter situated on the thin soils
riding on the limestone bedrock that is exposed over much of the top and upper
slopes of Buckskin Mountain. The site containsa sparse scatter of cores, core
shatter, primary, secondary, and tertiary flakes and a single fragmented biface
tool. The lithic material is predominantly white, gray, and red opaque chert and
white-red translucentchert. Quartzitedebitage is occasionally present. Site was
locus for lithic tool manufacture extending from basic core reduction through the
various biface thinning stages related to tool manufacture. Cultural association
is unknown.

National Register Status This site is not considered to be a significant resource.
It contains soil depth of less than 5 cm., no features, no potential for buried
features, and no variety of lithic tool types. The contextualintegrity of this site
has been compromisedby surface deflation, erosion and construction. Thus it



doesnot qualifyasa potentialNational Register propertyunderany of thecriteria
of Tide ¾ CFR 60.6.

Adverse Effect The existingmad into proposed Kaibab Unit No. 1-
36 ibroughthe center of this site. The primary disturbanceto the site
occurredduringthebladingof theoriginalroadway;additionalvehicle trafficand
fmther surfacemodificationwithinthat bladedright-of-way wiH not substantially
affect this site.

Recommendations None - site is not consideredto be eligible for inclusionon
the National Register of Historic Places, therefore,mitigationof adverse impact
is not recommended.

No paleontologicaHymansitive localitieswere identified during this survey.

No artifactswere collectedduring the field evaluations.



CONCLUSIONANDREC0letENDATIONS

The andoperationof the Kaibab Units 1-2and 1-36will not adverselyaffect
any known cultural resources located in the Sand Guich and Buckskin Monminin
localities.

AERCrecommandsthat a culturalresourceclearancebe grantedto Allin Proprietary,Inc.
reladve to thedevelopmentof KaibabUnits 1-2and 1-36as notedabovebasedupon adherence
to the followingstipulations:

1. roadwaywideningand bladingshouldbe ennisinari withinthatpostionof Site
42KA 3951which has alreadybeen disturbed by previousblading activitiesin
orderto curtailany further impact to thismarginalfýsignMrant site

2. all vehicular traffic, personnel movement,construcdÑand restoration '

should be confined to the flagged areasand associatedaccesscorridorsasaminna a
referencedin this report, and to the existingsnedwaysandlerevaluatedaccessto

3. all personnel should refrain from collecting artifacts and from disturbing
cultural resources in the area, and

4. the authorizedofficial should be consultedshouldcultural remains from subsurfabe
depositsbe exposedduring construction work or if the need arisesto relocate or otherwise
alter the location of the development areas.

F. Richard Hauck, Ph.D.
President and Principal

Investigator
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APPLICATluN FOR TEMPORARYCHANGE
RECEIVED OF WATER s'O

JUN2 1 1993 x=een*STATEOF UTAHWATEA RIGHTS Microtumed
CEDARCITY

For the purpose ofobtainingpermission to makea temporarychangeofwater in the State ofUtah, application is
hereby made to the State Engineer, based upon the following showingoffacts, submitted in accordancewith the
requirements of Section 73-3-3Utah Code Annotated 1953, as amended.

CHANGEAPPLICATIONNUMBER:t93-89-23 MATERRIGHTNUMBER:89-153

*******************************************************************************************

This Change Application proposes to change the PLACEOF USE and MATUREOF USE.
*******************************************************************************************

1. OWNERSHIPINFORMATION.

A. NAME: Calvin C. and Anna R. Johnson INTEREST:100%
ADDRESS: Post Office Box 64, Kanab, UT 84741

8. PRIORITY OF CHANGE:June 21, 1993 FILING DATE: June 21, 1993

C. RIGHTEVIDENCEDBY: 89-153, D2434
*-------------------------------------------------------------------------------------*

* DESCRIPTIONOF CURRENTWATERRIGHT: *

*-------------------------------------------------------------------------------------*

2. SOURCEINFORMATION.

A. QUANTITYOF WATER: 0.021 cfs

B. DIRECTSOURCE: Jepson Spring COUNTY:Kane

C. POINTOF DIVERSION-- SURFACE:
(1) N 1950 feet W2000 feet from SE corner, Section 3, T 43S, R 3W, SLBM

D. POINT OF DIVERSION -- OTHER:
(1) Stockwatering directly on stream

from a point in the SWISE) of Sec 29, T40S, R2W, SLBM,
to a point in the SWISE) of Sec 29, T40S, R2W, SLBM.

3. WATERUSE INFORMATION.
The Water Right represented by this change application is SUPPLEMENTALto other Water Rights.

STOCKWATERING:from Jan 1 to Dec 31. EQUIVALENTLIVESTOCKUNITS: 1,840.

DOMESTIC: from Jan 1 to Dec 31. FAMILIES:1.
*-----------------------------------------------------------------------------------------*

Temporary



CHANGEAPPLICATIONNUMBERy-t93-89-23 for Water Right: 89 >-tŠ3 continued***** Page: 2

4. PLACEOF USE.
*-------------------------------------------------------------------------------------*

* THEFOLLONINGCHANGESAREPROPOSED: *

*-------------------------------------------------------------------------------------*

5. SOURCEINFORMATION.

A. QUANTITYOF NATER: 0.01 cfs REMAININGWATER:Same as HERETOFORE

B. DIRECTSOURCE: Jepson Spring COUNTY:Kane

C. POINT(S) OF DIVERSION -- SURFACE: Same as HERETOFORE.

D. COMMONDESCRIPTION: Telegraph Flat Area

6. WATERUSE INFORMATION.Changed as Follows:

INDUSTRIAL: from Jan 1 to Dec 31. Primarily for mixing cement for surface
sealing casing at a test well.

*-----------------------------------------------------------------------------------------*

7. PLACEOF USE. Changed as Follows:

(Which includes all or part of the following legal subdivisions:)

NORTH-EAST) NORTH-WEST) SOUTH-WESTl SOUTH-EASTl
BASETONNRANGSEC NENWSWSE NE NWSWSE NE NWSWSE NE NWSWSE

SL 43S 3W 36 I IXI laa.\ \ I | ja..! \ l Í ja..| | 1 (

8. EXPLANATORY.

It is intended to use the water under this temporary change application for
the completion of a test well. Primarily for the mixing of cement for the
required surface seal. This application will expire Dec. 31, 1993.

9 SIGNATUREOF APPLICANT(S).

The undersigned hereby acknowledges that even though he/she/they may have been assisted
in the preparation of the above-numbered application, through the courtesy of the
employees of the Division of Water Rights, all responsibility for the accuracy of the
information contained herein, at the time of fÌ1ing, rests with the applicant(s).

Signat%re of Applicant(s)

Signat e of



STATEENGINEER'SENDORSEMENT

TEMPORARYCHANGEAPPLICATIONNUMBER:t93-89-23

1. June 21, 1993 Change Application received by KHC.

2. June 21, 1993 Application designated for APPROVALby GWS.

3. Comments:

Conditions:
This application is hereby APPROVED,dated June 21, 1993, subject to prior
rights and this application will expire on December 31, 1993.

Gerald W. Stoker, Regional Engineer
for

Robert L. Morgan, State



FORM 3 TATEOF UTAH

DIVISIONSF OIL, GAS AND MINING
Designation and Serial Number:

ML-44249 (Utah)

APPLICATION FOR PERMIT TO DRILLOR DEEPEN 6.Ifindian,AllotleeorTribeName:

uMSl0NOF 7. Unit Agreement Name1ATypeafWork: DRILLEX DEEPEN O '" CAS&ŒNIWCONFIDENTIALSTATUSREQUESTEDHEREWITÁ
B.Type of Well: OILO GAs O OTHER: Wildcat/0il SINGLEZONE O MULTIPLEZONE O 8. Fann or a Name.

2. Name of Operator: 9. Well Number:

Burnett Oil Co., Inc· Kaibab 1-36
3. Addmes and Telephone Number IDCal COntact fOr info. , David L. Allin 521-0215 10. Field and Pool, or Wildcat:

801 Cherry Street, Suite 1500, Fort Worth, TX 76102 817-332-5108 Wildcat
4. Location af Well (Footages) 11. Qtr/Otr,Section, Township, Aange, Meridian:

atsunne.: 1,868' FNL and 1,824' FEL SWNE, Section 36,
Ateropo.edProducingZone: Well tO be drilled vertically as allowed R649-3-2-i T 43 S, R 3 W, SIJ1

14. Distance in milesand direction from nearest town or post olfice: 12. County: 13. State:

Twentyfive miles east of Kanab Kane
15. Distanceto nearest 16. Number af acW'.\\\CALKLVitW 17. Number of acres assigned to this well:

,op.,,yori....... 1,824 640.00 40.00Fnft .......r.... -

18. Distanceto nearest well, drilling, 19. P De$Ê0\. mw a m m.
completed, or appi ed for, on this base (feet): NA 5 , 62 C Rotary

buffûCS21. Elevations (showwhether DF, RT, GR, etc.): 22. Approximate date work will start:
6,404.8' ungraded GR August 15,1993

23 PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GRADE,SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITYOF CEMENT

12.25" H-40, 9.625" 32.30 700' , 200 sx (to surface)
8.75" J-55, 7.00" 23.00 2,900' 300 sx

(The above intErmediate casing will be set oni) to protect 01] resources it discovered in the
Mississippian Mooney Falls Mer.ber of the Redwell Limestone.)

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to drill or deepen directionally, give pertinent data on
subsurface locations and measured and true vertical depths. Give blowout preventer program, If any.

This proposed well will test the stratigraphic section from the Permian Kaibab Limestone
through the uppermost 250' of the Proterozoic (Precambrian) Chuar Group. The test well
will further appraise petroleum production potential of the Redwall Limestone (M), Elbert
Formation (D), Muav Limestone (G), and Tapeats Sandstone (€). The test well is planned to
be drilled with air as the circulating medium until subsurface water flows expected in the
la Permian section near a depth of 2,100' require continued drilling with mist or aerated
water to TD. The blowout preventer will be rated to a maximum working pressure of 3,000
psi which is considered to be sufficient due to the subnormal fluid pressures known in the
section to be drilled. While the drilling contractor may substitute a blowout preventer of
higher working pressure, the choke manifold used will be rated at 3,000 psi. Please refer
to several attachments hereto including but not limited to the plat of the location, a copy
of the Division of Water Rights approval for use of water at the site, an agent designation
letter, and a multipage drilling program to comply with the requirements of R649-3-4-2-6.

ason.tu,: David L. Allin mi.: Agent oat.

(This space for State use only)

API Number Assigned: Approval:

(1\93) (See Instructions on Reverse



Orni PS-102 POWERSELEVATIONCO., INC. All POWERSELEVATIONCO., INC.
P.O. Box 440889 elevations originate from
Aurora, CO80044 accepted U.S. Benchmarks
(303) 321-2217
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BC ' s89 58•w sc 5273. fi '
BC

I I

o

1824' I

I
- --- -- -- 36 -- --- - T,

s.
o

.c:
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Powers Elevation Co., Inc. of Denver, Colorado has in accordanceDIVISIONOF
with a reauest from Dave A11in for Burnett oil co., Inc CWCf3
determined the location of Kaibab 1-36

to be 1868'FN & 1824'FE Section 36 , Township 43 s.
Range 3 W. of Salt Lake Principal Meridian,

Kane COUnty, Utah

I hereby certify that this plat is onoccurate representation of a correctsurvey showing the location of
Kaibab 1-36

Date: .
6-16-93

Licensed Land Surveyor No. #2799State of



DESIGNATIONOF AGENT

TO WHOM ITMAYCONCERN:
Please be advised that David Allin is hereby designated as Burnett Oil Co., Inc.'s
agent with respect to preparations for oll and gas operations conducted in Kane
County, Utah.

Burnett O o., Inc.

John W. Mason
President

DMSION



BURNETT OIL CO., INC. KAIBAB 1-36
Drilling Progran to Comply with R649-3-4-2-6

Attachment to Pora 3 Dated June 9, 1993

1. The estimated tops of important geologic markers are as follows:

Pernian Kaibab Limestone Surface
Permian Toroweap Formation 324'
Pernian Hernit Shale 690'
Permain Queantoweap Sandstone 1,435'
Pennsylvanian Callville Formation 2,153'
Xississippian Redwall Limestone 2,467'
Devonian Elbert Formation 3,200'
Cambrian Huav Limestone 3,380'
Cambrian Bright Angel Shale 4,500'
Cambrian Tapeats Sandstone 4,822'
Precambrian Chuar Group 5,112'
TD 250' into Chuar Group 5,362'

2. The first point at which water will be encountered will be near the Permo-
Pennsylvanian unconformity at 2,153'. Any moisture encountered above that
will be vadose water.

The possible oil bearing zones to be interesected are as follows:

Xississippian Redwall Limestone
Kooney Falls Ls. Mbr. porosity 2,600'-2,830'
Whitnore Vash Ls. Nbr. porosity
(communicates with Elbert Fa.) 3,165'-3,200'

Devonian Elbert Fornation including
McCracken Ss. type lithology 3,200'-3,380'

Cambrian Muav Fn. dolomite stringers 3,322'-3,500'
Cambrian Tapeats Sandstone 4,822'-5,112'

The Mooney Falls Limestone Xember porosity in the Redwall Limestone will
present the most important candidate for protection due to its expected very
low formation fluid pressures at this location. If oil is discovered in this
zone a 7.00" intermediate casing string will be run and cemented in the 8.75"
hole. If drilling cannot be continued with returns past this same zone the
intermediate string will be run also. Deeper horizons that prove to be oil
bearing will be protected by a 5.50" production string cemented in 8.75" hole
or 4.50" production string in 6.125" hole if the intermediate casing is run.

3. The minimum specification for pressure control equipment is 3,000 psi
capacity with an 11" annular BOP and pipe and blind rams operable remotely
with hydraulics or manually. In addition, the wellhead will be plumbed at
minimum to allow for one kill line, one choke and flowline, and one gauge for
pressure measurement with a working capacity of 3,000 psi. See schematic
diagram of the BOPE stack. The operator may use equipment rated to higher
working pressures or attach a choke manifold rated at 3,000 psi working
pressure. A kelly cock and bit float will be used in the drillstring.

The BOPE will be nippled up on the surface casing and hydraulically
tested for thirty minutes to one psi/ft or 700 pai prior to drilling



Kaibab 1-36 Drilling Program
Page Two

cement. In addition to the initial pressure test the BOPE will be checked for
physical operation each trip. Each month the BOPE will be tested to the
anximum anticipated pressure to be contained at the surface, 1,000 psi. All
tests and checks will be noted on the daily drilling report.

4. The drilling contractor identified as available at this time is Vin-Rock
(Olsen) Drilling Company based in Denver, Colorado. The rig available for use
is Olsen Rig Number 7. A schematic diagram of the layout of this rig as well
as an equipment inventory list is attached hereto. If this equipment is not
available, similar equipment will be utilized. Note that the drill rig will
be oriented so that the blooie line and reserve pit will be located downwind
of the wellhead to the east.

The drilling plan is to drill surface hole with a 12.25" bit dusting
with air to 700'(10' into the Hermit Shale) then set 9.625", H-40, 32.30 ppf
casing and cement same to the surface with 200 sacks of neat cement mixed with
2 percent calcium chloride. The BOPE will be nippled up and tested. The well
will be continued with an 8.75" bit to TD projected at 5,362' using air.

If the intermediate casing string is required to protect a possible pay
zone or cure circulation loss into the Mooney Falls Member of the Redwall
Pormation it will be set at approximately 2,900'. This casing will be 7.00",
J-55, 23.00 ppf cemented with 100 sacks of Poznix and 200 sacks of Class H
cement mixed with .25 pd/sack Flocel and 2 percent calcium chloride. The well
would then be continued with a 6.125" bit to the projected TD.

5. The well is to be drilled with air as deeply as possible. The air rate is
to be 2,000 cubic feet per minute at 1,500 pai. The first water bearing zone
is expected at about 2,153' and at that point the circulating medium will be
changed to foam. Due to the very low fluid pressures in the subsurface
formations every precaution will be taken to avoid overbalancing the well to
make good returns possible and the proper evaluation of oil shows.
Depending upon the volume of water influx, the circulating medium may have to
be changed to aerated water. Schematic diagrams of the circulating system
configured for air, foam, and aerated water are attached hereto.

The circulating medium will be monitored for volume and pressure. In
addition, a mud logging unit will be set up on site and a gas chromatograph
will be used to monitor shows. It should be noted here that with the
exception of the formations underlying the Bright Angel Shale (expected at
4,500') the subsurface section is in a recharge area for fresh water and the
aquifers to be encountered are undergoing dynamic flow conditions. Due to
this situation, light hydrocarbons have been washed out of the systen and
little or no natural gas is anticipated.

During 1956 and 1957, Tidewater Oil Company drilled a well 7 miles to
the north-northwest of the Kaibab 1-36 site. The operator drill stem tested
the upper 40' of the Tapeats Sandstone (beneath the Bright Angel Shale)
between the depths of 4,830' and 4,870'. During the 3 hour open flow a weak
blow was noted, the pipe recovery was 240' of mud and 270' of gas out aud.
Hydrogen sulfide was not present. The flowing pressure reached 200 psi



Kaibab 1-36 Drilling Program
Page Three

the shutin pressure reached 220 psi after one hour. Although the shutin
pressure may not have stabilized and the top of the Tapeats is less porous and
permeable than the botton, this test indicates very low formation pressures on
Buckskin Xountain. The fresh water head for the Tapeats Sandstone at the
Tidewater location calculates to an elevation of only 1,650' above mean sea
level.

6. One drill stem test is planned upon encountering the Mooney Falls porosity
expected to be topped at 2,600'. No coring is planned. The logging program
will include at minimun Dual Induction-SFL and Compensated Neutron-Formation

Density logs. Additional testing will be dependent upon oil shows.

7. The expected bottom hole pressure is 1,500 psi. Other than below normal
pressures, no abnormal pressures are anticipated. No abnormal temperatures
are anticipated. No potential hazards such as hydrogen sulfide are expected
to be encountered.

David L. Allin, Agent

KAIBAB\1-36



6

O

BOPE DIAGRAM
.

3000psi WORKING PRESSURE PREVENTER STACK
Minimum Speci'fications

ROTATINGHEAD
FLOWLINE

ANNULARBOP

SLINO
. RAMS

Fit
RAMS

KILL LINE FROMPUMP FLOWANDCHOKELINE TO PIT
cartno strono sussisuerver

GAUGE

e



RIG LAYOUTDIAGRAM,RIG 7

3 M (Aouse e 30 os 32

lL-6

O too

tso'
-34 OR\Eh!MTi M

-r.

3-
SPotL TLE I '

I ,



RIG NO. 7
INVENTORY

CAPACITY: 8.500' with 4" Full Hole Drill Pipe

DRAWWORKS: National T32 with 22" Double Hvdromatic Brake

ENGINES: 2-CAT D343 Diesel Engines rated at-355 H.P.
each

PUMP #1: Emsco DASOO 5 1/2" X 16", 500 inout H.P. Duclex
Powered by 520 H.P. Cateroillar D-379

PUMP #2: Emsco DA500 5 1/2" X 16", 500 inout H.P. Dowered

by two 8V92 Turbo Charged CMC Diesel Encines havinc
360 H.P. each

MAST: Lee C. Moore 127' rated at 360.000

SUESTRUCTURE: Height 11' X 26' WX 43' L enclosed with stee:

MUD TANKS: Two steel pits with total caoacity of 500 barrels,
equioped with shale shaker, desander and loW

oressure mud mixing system

50? EDUIPMENT: 11" 5.000# PSI Shaf fer LWP Double Gate
11" 5.000W PSI GK Hydrill
Hydrill 80 gallon closing uñit with Duolex Charciog
Pumo. 20 H.P. Electric Motor
Choke Manifold rated at 3,000#

DRIL..L STRING: 7.500'

DRIL.L. COLL...ARS: 21 - 5" to 6 3/8" OD X 2 1/4" ID with 4 1/2" HBO
Connect ions

TANKS: 500 barrel steel water storage
10,000 gallon steel fuel tanks

GENERATOR: 4‡1 - CAT 3306 with 155 KW SR CAT generator
‡2 - GMC 671 with 150 KW KATO penerator

MUD MIXING: 5 X 6 Mission Mud Mixing Pumo. powered by 50 H.P.
Electric Motor

OTHER: Winterizing
Two Air Comoressors
Vamor Proof Lights
Toolpusher's Skid Mounted Bunkhouse.
Automatic Driller
Wire Line Machine



APPLICATON FOR TEMPORirRY CHANGE
OF WATER Rec.by

Fee Paid S

Receipt #
STATEOF UTAH Microfilmed

RolI#

For the purpose ofobtainingpermission to makea temporary changeofwater in the State ofUtah, application is
hereby made to the State Engineer, based upon the following showingoffacts, submitted in accordancewith the
requirements of Section 73-3-3Utah Code Annotated 1953, as amended.

CHANGEAPPLICATIONNUMBER: ffR3- Ÿ$$-22 WATERRIGHT NUMBER: -

*******************************************************************************************

This Change Application proposes to change the PLACEOF USE and NATUREOF USE.
*******************************************************************************************

1. OWNERSHIPINFORMATION.

A. NAME: Calvin C. and Anna R. Johnson INTEREST: 100%
ADDRESS:Post Office Box 64, Kanab, UT 84741

B. PRIORITY OF CHANGE: FILING DATE:

C. RIGHT EVIDENCEDBY: 89-153, D2434
*-------------------------------------------------------------------------------------*

* DESCRIPTION OF CURRENTWATERRIGHT: *
*-------------------------------------------------------------------------------------*

2. SOURCEINFORMATION.

A. QUANTITYOF WATER: 0.021 cfs

B. DIRECT SOURCE: Jepson Spring COUNTY:Kane

C. POINT OF DIVERSION-- SURFACE:
(1) N 1950 feet W2000 feet from SE corner, Section 3, T 43S, R 3W, SLBM

D. POINTOF DIVERSION -- OTHER:
(1) Stockwatering directly on stream

from a point in the SWISEi of Sec 29, T40S, R2W, SLBM,
to a point in the SWlSEi of Sec 29, T40S, R2W, SLBM.

3. WATERUSE INFORMATION.
The Water Right represented by this change application is SUPPLEMENTAL to other Water Rights.

STOCKWATERING:from Jan 1 to Dec 31. EQUIVALENTLIVESTOCKUNITS: 1,840.

DOMESTIC: from Jan 1 to Dec 31. FAMILIES: 1.
*--------------------------------------------------------------- - - -

-----*

UN2 2 1993

DIVISIONOF

AM Teinporary



CHANGEAPPLICATIONNUMBER: for Water Right: -
continued***** Page: 2

4. PLACEOF USE.

*-------------------------------------------------------------------------------------*

* ÏHE FOLLOWINGCHANGESARE PROPOSED: *

*-------------------------------------------------------------------------------------*

5. SOURCEINFORMATION.

A. QUANTITYOF WATER: 0.01 cfs REMAININGWATER:Same as HERETOFORE

B. DIRECT SOURCE: Jepson Spring COUNTY:Kane

C. POINT(S) OF DIVERSION -- SURFACE: Same as HERETOFORE.

D. COMMONDESCRIPTION: Telegraph Flat Area

6. WATERUSE INFORMATION. Changed as Follows:

INDUSTRIAL: from Jan 1 to Dec 31. Primarily for mixing cement for surface
sealing casing at a test well.

*-----------------------------------------------------------------------------------------*

7. PLACEOF USE. Changed as Follows:

(Which includes all or part of the following legal subdivisions:)

NORTH-EASTl NORTH-WESTI SOUTH-WESTl SOUTH-EASTl
BASETOWNRANGSEC NE NWSW SE NE NWSW SE NE NWSW SE NE NWSW SE

SL 43S 3W 36 | IX | la..! | | | |a..| ...| | |
8. EXPLANATORY.

It is intended to use the water under this temporary change application for
the completion of a test well. Primarily for the mixing of cement for the
required surface seal. This application will expire Dec. 31, 1993.

9 SIGNATUREOF APPLICANT(S).

The undersigned hereby acknowledges that even though he/she/they may have been assisted
in the preparation of the above-numbered application, through the courtesy of the
employees of the Division of Water Rights, all responsibility for the accuracy of the
information contained herein, at the time of filing, rests with the applicant(s).

Signature of Applicant(s)

JUN2 2 993 Signature of Applicant(s)

DMSION



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

DATE RECEIVED: 06/22/93

OPERATOR: BURNETT OIL COMPANY INC OPERATOR ACCT NO: N-

WELL NAME: KAIBAB 1-36

API NO. ASSIGNED: -

LEASE TYPE: STA LEASE NO: glL
LOCATION: SWNE 36 - T43S - RO3W KANE COUNTY
FIELD: WILDCAT (001) FIELD CODE: (f)\

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond ' ¯

(Number urŠLa ) R649-3-2. General.
Potash (Y
Oil shale R649-3-3. Exception.
Water permit

(Number - 9 9 a)S ) Drilling Unit.
N RDCC Review N) Board Cause no:

(Date: U- ) Date:

COMMENTS: f&

STIP



State of Utah
DEPARTMENT OF NATURAL R$.90URCES
DIVISIONOF OIL, GASAND MINING
350 West NoithTemple

Michael O. Leavitt
«

3 Tdad center.Suite 350
Salt Lake Oty. Utah 84180-1203

Executive 801-535-5340

James W. Carter 801-3- Œ¾
Divisim Directer 801-538-5319 (TDO)

July 26, 1993

Burnett Oil Co., Inc.
801 Cherry Street, Suite 1500
Fort Worth, Texas 76102

Gentlemen:

Re: Kaibab #1-06 Well, 1868' FNL,1824' FEL, SW NE, Sec. 36, T. 43 S., R. 3 W., Kane
County, Utah

Pursuant to Utah Admin. R. 649-3-2, Location and Siting of Wells and Utah Admin.
R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back, approval to drill
the referenced well is hereby granted.

In addition,the following specific actions are necessary to fully comply with this
approval:

1. The reserve pit shall be located on the northeast portion of the location
pad. The sides and bottom of the pit should be sufficientlysmoothed and
leveled during construction so that a synthetic liner of no less than 14 mils
strength can be placed in the pit without being punctured.

2. The Division of State Lands and Forestry has indicated that a permit is not
required to cut the trees necessary to clear the road and location, however,
the trees and brush shall not be placed in large piles.

3. Following the drilling of the well, the site and road reclamation and
restoration willbe performed in accordance with the requirements of the
Division of State Lands and Forestry.

4. Compliance with the requirements of Utah Admin. R. 649-1 et seq., Oiland
Gas Conservation General Rules.

5. Notification within 24 hours after commencing drilling



Page 2
Burnett OilCo., Inc.
Kaibab #1-36 Well
July 26, 1993

6. Submittal of EntityAction Form, Form 6, withinfive working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

7. Submittal of the Report of Water Encountered During Drilling, Form 7.

8. Prompt notificationprior to commencingoperations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or R.J. Firth, Associate
Director, (Home) (801)571-6068.

9. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole. Prior to the commencement of drilling operations, the operator should consult
the local/county sanitarian and/or the Department of Environmental Quality, Division of
Drinking Water/Sanitation, regarding appropriate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-025-30022.

Sincerely,

R.J. h
Associate Director, Oiland Gas

Idc
Enclosures
cc: Bureau of Land Management

Kane County Assessor
State Lands and Forestry
J.L. Thompson



Five County Association of Governments

L
906 North 1400 West Post Office Box 1550

St. George, Utah 84770 St. George, Utah 84771

FAX (801) 673-3540 (801) 673-3548

SOUTHWEST UTAH

AREAWIDE CLEARINGHOUSE A-95 REVIEW

Type of Action: Pre-Application Notification of Intent X Application

Notice of Federal Action

Receipt Date 7-6-93 SAl Number ACH Number

.
Utah Division of Oil, Gas and Mining

Applicant identification, Address 355 West North Temple
3 Triad Center, Suite 350
Salt Lake City, UT 84180-1203

Applicant'sProject Funding N/A

Title: APPLICATIONFOR PERMIT TO DRILL Federal $
Supplemental

Description: Burnett Oil Co., Inc. proposes to drill State
the Kaibab 1-36 well (wildcat) on state lease M1-44249, Kane Local
County, Utah. This action is being presented to RDCCfor Other
consideration of resource issues affecting state interests. TOTAL $
The Division of Oil, Gas and Mining is the primary adminis-
trative agency in this action and must issue approval before

Fecieral Funding Department and Agency
operations commence.

AREAWIDE CLEARINGHOUSE COMMENTSON PROPOSAL FOR FEDERAL AID

Staff review completed (date) 7-6-93
Screening Committee review completed (datel
Executive Board Review Completed (date) |-22-93

Referred to originator for additional information (date)

Recommend Approval X Comments (see reverse side of page) X

Conditionally approved as follows (see reverse side of page)
Recommend Disapprovai Comments (see reverse side of page) DIVISIONOF
The project described above (X ) does ( ) does not conform with the policy or planning ÁfÅeMÑÊ
tional area it directly impacts. Additional information ( ) is ( X ) is not needed.

We also serve notice that all requirements of the Project Notification and Review System for this multijurisdic-

tional area have been met. Therefore, attach this letter to your application and forward to the federal funding
agency.
If this project will be a renewal or continuation grant, please submit your application next year to this area-

wide clearinghouse for re-review 30 days prior to submission to federal funding agency.

If any Clearinghouse Comments go unresolved, Federal law requires the Applicant to attach a copy of all negative
comments to the project application and forward them both to the Federal Funding Agency(ies).

We would anticipate reviewing final project application 30 days prior to
submission for funding.

Authorizing Official . Date
Copy of review sent to applicant.

BEAVER GARFIELD IRON KANE



AREANIDECLEARINGHOUSECOMMENTS

Burnell Oil Co. Inc. has requested, through the permit process, to
drill the Kaibab 1-36 well (wildcat) on state lease ML-44249, Kane County
Utah. The site is approximately 25 miles east of Kanab. The well would
be drilled vertically 5,362 feet. The State Division of Oil, Gas and
Mining is reviewing the staked site on Wednesday July 7, 1993. No
critical issues at this time are apparent. It is for this reason that
the state will be making a review on July 7th to evaluate the potential
for critical issues. The state review will summarily encompass the
degree of impact, whether beneficial or detrimental, based on the discovery
of oil or gas in commercial quantities. (Nick



DRILLING LOCATION ASSESSMENT

State of Utah
Division of Oil, Gas and Mining

OPERATOR: BURNETT OIL COMPANY WELL NAME: KAIBAB 1-36

SECTION: 36 TWP: 43S RNG: 3W LOC: 1868 FNL 1824 FEL
QTR/QTR SW NE COUNTY: KANE FIELD: WILDCAT
SURFACE OWNER: STATE OF UTAH
SURFACE AGREEMENT: WITH THE STATE OF UTAH
SPACING: STATE SPACING 40 ACRES
GEOLOGIST: MICHAEL HEBERTSON DATE AND TIME: JULY 7, 1993 12:00 PM

PARTICIPANTS: MIKE HEBERTSON, DAVE ALLIN.

REGIONAL SETTING/TOPOGRAPHY: HIGH MESA OF KAIBAB LIMESTONE, HIGH
DESERT AREA OF SOUTHERN UTAH, KAIBAB PLATEAU. LOCATED ON THE
NORTH SIDE OF BUCKSKIN MTN.

LAND USE:

CURRENT SURFACE USE: WINTER RANGE FOR DEER AND WILDLIFE.

PROPOSED SURFACE DISTURBANCE: 2.5 ACRE LOCATION AND RESERVE PIT
PLUS ROAD ACCESS 16' WIDE 1.5 ACRES, TOTAL 4 ACRES DISTURBED.

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE, THIS IS A WATER
RECHARGE AREA DURING HIGH MOISTURE PERIODS.

FLORA/FAUNA: PINON, JUNIPER, GIANT SAGE, BITTER BRUSH, SCRUB OAK,
GRASSES (SPARSE) CACTUS. DEER, SQUIRRELS LIZARDS, HAWKS, SMALLER
BIRDS, COYOTE, INSECTS.

ENVIRONMENTAL PARAMETERS:

SURFACE GEOLOGY:

SOIL TYPE AND CHARACTERISTICS: LIGHT-MEDIUM RED SANDY CLAY,
DEFLATION SURFACE SOIL, ROCKS OF LIGHT BUFF KAIBAB LIMESTONE,
SOME NAVAJO SAND STONE AND BLOW SAND.

SURFACE FORMATION & CHARACTERISTICS: KAIBAB LIMESTONE,
FRACTURED AND WIND BLOWN WITH SAND. LIMESTONE IS EXPOSED AT
SURFACE WITH JOINTING VISIBLE.

EROSION/SEDIMENTATION/STABILITY: MINOR EROSION, MINOR

SEDIMENTATION, NO STABILITY PROBLEMS.

PALEONTOLOGICAL POTENTIAL:



SUBSURFACE GEOLOGY:

OBJECTIVES/DEPTHS: THE OBJECTIVE FORMATION IS THE PRE
CAMBRIAN CHUAR FORMATION AT 5,350 ±. ALSO POTENTIAL IS THE
TAPEATS SS, MAUV LS, AND ELBERT SS.

ABNORMAL PRESSURES-HIGH AND LOW: NO ABNORMAL HIGH PRESSURES
ARE EXPECTED, THIS AREA IS UNDER PRESSURED AND PROBABLY HAS BEEN
FLUSHED.

CULTURAL RESOURCES/ARCHAEOLOGY: ALLOWANCES HAVE BEEN MADE IN THE
ROAD LOCATION FOR SITES CONTAINING ARROWHEAD BLANKS.

CONSTRUCTION MATERIALS: LOCATION WILL BE CONSTRUCTED WITH
MATERIALS AT THE SITE USING CUT & FILL AS AVAILABLE, OTHER
MATERIAL WILL BE HAULED IN AS NECESSARY FOR THE PAD AND TO GRADE
THE ROAD.

SITE RECLAMATION: AS REQUIRED BY STATE LANDS.

RESERVE PIT:

CHARACTERISTICS: 90 X 50' CUT IN THE KAIBAB LIMESTONE ON THE
NORTHEAST SIDE OF THE LOCATION.

LINING: A LINER OF PLASTIC WILL BE REQUIRED AND THE PIT WILL BE
PADDED OR SMOOTHED SO AS TO PREVENT THE LINER FROM BEING
PUNCTURED.

MUD PROGRAM: HOLE WILL BE DRILLED WITH AIR.

DRILLING WATER SUPPLY: WATER IS BEING PURCHASED FROM THE JEPSON
RANCH AT JEPSON SPRINGS.

OTHER OBSERVATIONS MATERIAL FOR THE LOCATION WILL BE PURCHASED
FROM KANE COUNTY, PIT IS NEAR US HIGHWAY 85 8 MILES FROM LOCATION

STIPULATIONS FOR APD APPROVAL
PIT WILL BE LOCATED ON THE NE SIDE OF THE LOCATION. AFTER
CONSTRUCTION THE PIT BOTTOM AND WALLS WILL BE SMOOTHED IN SUCH A
WAY THAT A SYNTHETIC LINER OF NO LESS THAN 14 MILS CAN BE PLACED
IN THE PIT AND NOT BE PUNCTURED. STATE LANDS WILL NOT REQUIRE A
PERMIT FOR THE TREES THAT WILL BE CUT TO CLEAR THE ROAD AND THE
LOCATION, HOWEVER TREES AND BRUSH WILL NOT BE PLACED IN LARGE
PILES.
ATTACHMENTS
PHOTOGRAPHS WILL BE PLACED OF



STATE ACTIONS

Mail to:
RDCC Coordinator
116 State Capitol

Salt Lake City, Utah 84114

1. ADMINISTERINGSTATE AGENCY 2. STATE APPLICATION IDENTIFIER NUMBER:
OIL, GAS AND MINING (assigned by State Clearinghouse)
355 West North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203 3. APPROXIMATEDATE PROJECT WILLSTART:

August 15, 1993

4. AREAWIDE CLEARING HOUSE(s) RECEIVING STATE ACTIONS:
(to be sent out by agency in block 1)
Five County Association of Governments

5. TYPE OF ACTION: /) Lease /XJPermit /) License /) Land Acquisition
/_/ Land Sale /) Land Exchange /) Other

6. TITLE OF PROPOSED ACTION:
Application for Permit to Drill

7. DESCRIPTION:
Burnett Oil Co., Inc. proposes to drill the Kaibab 1-36 well (wildcat) on state lease ML-44249, Kane County,
Utah. This action is being presented to RDCC for consideration of resource issues affecting state
interests. The Division of Oil, Gas and Mining is the primary administrative agency in this action and must
issue approval before operations commence.

8. LAND AFFECTED (site location map required) (indicate county)
SW/4, NE/4, Section 36, Township 43 South, Range 3 West, Kane County, Utah

9. HASTHE LOCAL GOVERNMENT(s) BEEN CONTACTED?

10. POSSIBLESIGNIFICANT IMPACTS LIKELYTO OCCUR:
Degree of impact is based on the discovery of oil or gas in commercial quantities.

11. NAMEAND PHONE NUMBER OF DISTRICT REPRESENTATIVE FROM YOUR AGENCY NEAR PROJECT
SITE, IF APPLICABLE:

12. FOR FURTHER INFORMATION, CONTACT: 13. SIGNATURE AND TITLE OF AUTHORIZE
OFFICIAL:

Frank R. Matthews
PHONE: 538-5340 DATE: 6-28-93 Petroleu Engineer
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STATE OF U g Receipt#

ot ÅŸPLICATION TO APPROPR&ATA
For the purpose of acquiring the right to use a portion of the unappropriated water of the St e U a application is ym de ote
State Engineer, based upon the following showing of facts, submitted in accordance with the requirements to Ti ATC YES
Utah Code Annotated (1953, as amended).

*WATER RIGHT NO. 89 - 1507 *APPLICATION NO.x T67416

1. *PRIORITYOFRIGHT: *FILINGDATE: January 13, 1994

2. OWNER INFORMATION
Name(s): durnett Oil Co., Inc. (David L. Allin, Agent) *Interest: %
Address: 801 Cherry Street, Suite 1500 (660 N. Columbus St., SLC, UT 84103-2117)
City: Fort Worth State: Zip Code: 76102
is the land owned by the applicant? Yes No X (If "No", please explain in EXPLANATORYsection.)

3. QUANTITY OF WATER: cfs and/or five ac-ft.

4. SOURCE: Paria River *DRAINAGE:
which is tributary to Colorado River
which is tributary to NA
POINT(S) OF DIVERSION: COUNTY: Kane
NW¾SW¾k'Section 3, T43S, R1W, SIN

Description of Diverting Works: None. Water to be pumped from river bed into trucks.
*COMMON DESCRIPTION:

5. POINT(S) OF REDIVERSION
The water will be rediverted from at a point:

Description of Diverting Works:

6. POINT(S) OF RETURN
The amount of water consumed will be cfs or ive ac-ft.

The amount of water retumed will be cfs or none ac-ft.

The water will he returned to the natural stream/source at a point(s)

7. STORAGE
Reservoir Name: None Storage Period: from to
Capacity: ac-ft. Inundated Area: acres.
Height of dam: feet
Legal description of inundated area by 40 acre tract(s)

* These items are to be completed by the Division of Water Rights
TEMPORARY



8. List any other water rights whichill supplement this application none . 4.

9. NATURE AND PERIOD OF USE
Irrigation: From to
Stockwatering: From to

Domestic: From to

Municipal: From to

Mining: From to

Power: From to

Other: From March 1 to July 1 1994

10. PURPOSE AND EXTENT OF USE
Irrigation: acres. Sole supply of acres.

Stockwatering (number and kind):
Domestic: Families and/or Persons.

Municipal (name):
Mining: Mining District in the Mine.

Ores mined:
Power: Plant name: Type: Capacity:

Other (describe): To supply well drilling operations and control dust on access roads.

11. PLACE OF USE
Legal description of place of use by 40 acre tract(s):
SW¾NFÀSection 36, T43S, R3W, SIN, Kane County
NWANW¾Section 2, T42S, R2W, SI.M, Kane County

12. EXPLANATORY
The following is set forth to define more clearly the full purpose of this application. (Use additional pages of the same

size if necessarv): The diversion point in the Paria River bed is public land administeyed

by the Bureau of Land Management, Cedar City, Utah District Office.

*****************************************************************************************

The applicant(s) hereby acknowledges that he/she/they are a citizen(s) of the United States of America or intends to become

such a citizen(s). The quantity of water sought to be appropriated is limited to that which can be beneficially used for the pur-

poses herein described. The undersigned hereby acknowledges that even though he/she/they may have been assisted in the

preparation of the above-numbered application through the courtesy of the employees of the Division of Water Rights, all

responsibility for the accuracy of the information contained herein, at the time of filing, rests with the applicant(s).

BURNETTOIL CO. , INC.
Signature of Applicant(s)*

*If applicant is a corporation or other organization, signature must be the name of such corporation or

organization by its authorized agent, or in the name of the partnership by one of the partners.

David L. Allin, Agent
utho ° d Agent (please print)

Authorized Agent



STATE ENGINEER'S ENDORSEMENT

WATERRIGHTNUMBER:89 - 1507 APPLICATIONNO. T67416

1. January 13, 1994 Application received by GWS.

2. January 13, 1994 Application designated for APPROVALby GWSand KLJ.

3. Comments:

Conditions:
This application is hereby APPROVED,dated January 21, 1994, subject to prior
rights and this application will expire on January 21, 1995.

State



· APPLICATION FOR TEMPORXRY CHANGE
OF WATER RECEIVED

M 8 gga STATE OF UTAH WATER FifGHTSeceipin
CEDAR 01TY Microfilmed

or the purpose UT Bläihing pË ission to make a temporary change of water in the Stateof Utah,application isherebymade to the State
Engineer, based upon the following showing of facts, submitted in accordance with the requiæments of Section 73--3--3Utah Code
Annotated 1953,as amended.

CHANGEAPPLICATIONNUMBER:t17815 WATERRIGHTNUMBER:89 - 153
*******************************************************************************************

This Change Application proposes to change the PLACEOF USE and NATUREOF USE.
*******************************************************************************************

1. OWNERSHIPINFORMATION.

A. NAME: Calvin C. and Anna R. Johnson INTEREST: 100%ADDRESS:Post Office Box 64, Kanab, UT 84741

B. PRIORITYOF CHANGE:Fam.mg 14 RM FILING DATE:FiameAe.ÿ t4, :9

C. RIGHTEVIDENCEDBY: 89-153, D2434

*-------------------------------------------------------------------------------------*
* DESCRIPTIONOF CURRENTWATERRIGHT: *

*-------------------------------------------------------------------------------------*

2. SOURCEINFORMATION.

A. QUANTITYOF WATER: 0.021 cfs

B. DIRECTSOURCE: Jepson Spring COUNTY:Kane

C. POINTOF DIVERSION-- SURFACE:
(1) N 1950 feet W 2000 feet from SE corner, Section 3, T 43S, R 3W, SLBM

D. POINT OF DIVERSION -- OTHER:
(1) Stockwatering directly on stream

from a point in the SWlSE¼of Sec 29, T40S, R2W,SLBM,
to a point in the SWlSE¼of Sec 29, T40S, R2W, SLBM.

3. -WATERUSE INFORMATION.
The Water Right represented by this change application is SUPPLEMENTAL to other Water Rights.

STOCKWATERING:from Jan 1 to Dec 31. EQUIVALENTLIVESTOCKUNITS: 1,840.

DOMESTIC: from Jan 1 to Dec 31. FAMILIES: 1.
*-----------------------------------------------------------------------------------------*

Temporary



CHANGEAPPLICATIONNUMBER:t17815 for Water Right: 89 - 153 continued***** Page: 2

4. PLACEOF USE.
*-------------------------------------------------------------------------------------*

* THEFOLLOWINGCHANGESAREPROPOSED: *

*-------------------------------------------------------------------------------------*

5. SOURCEINFORMATION.

A. QUANTITYOF WATER: 0.01 cfs REMAININGWATER:Same as HERETOFORE

B. DIRECT SOURCE: Jepson Spring COUNTY:Kane

C. POINT(S) OF DIVERSION -- SURFACE: Same as HERETOFORE.

D. COMMONDESCRIPTION:Telegraph Flat Area

6. WATERUSE INFORMATION. Changed as Follows:

INDUSTRIAL: from 01/01/94 to 12/31/95. Primarily for mixing cement for surface
sealing casing at a test well.

*-----------------------------------------------------------------------------------------*

7. PLACEOF USE. Changed as Follows:

(Which includes all or part of the following legal subdivisions:)

NORTH-EASTl NORTH-WEST¼ SOUTH-WEST) SOUTH-EAST¼
BASETOWNRANGSEC NE NWSWSE NE NWSWSE NE NWSW SE NE NWSW SE

SL 42S 2W 2 mas X man ...

SL 43S 3W 36 mm. ... ...

8. EXPLANATORY.

It is intended to use the water under this temporary change application for
the completion of a test well. Primarily for the mixing of cement for the
required surface seal. This application will expire Sept. 30, 1994.
This Temporary Change is being file to extend the intent of t93-89-23, under
which, no water was used durring 1993.

9. SIGNATUREOF APPLICANT(S).

The undersigned hereby acknowledges that even though he/she/they may have been assisted
in the preparation of the above-numbered application, through the courtesy of the
employees of the Division of Water Rights, all responsibility for the accuracy of the
information contained herein, at the time of filing, rests with the applicant(s).

Signature of Ap licant(s)

Signature of



STATEENGINEER'S ENDORSEMENT

TEMPORARYCHANGEAPPLICATIONNUMBER:t17815 WATERRIGHTNUMBER:89-153

1. February 14, 1994 Change Application received by KHC.

2. February 16, 1994 Application designated for APPROVALby GWS.

3. Comments:

Conditions:
This application is hereby APPROVED,dated February 16, 1994, subject to prior
rights and this application will expire on September 30, 1994.

Gerald W. Stoker, Regional Engineer
for

Robert L. Morgan, State



' APPLICATIGA FOR TEMPORAAY C ANGE
OF WATER RECEIVEDec.by C

STATE OF UTAH W TER m T
ec 4

CEDAR CITY Microfilmed
.0FOIL,GAS& Roll#

For the purpose of obtaining permission to make a temporary change of water in the State of Utah,application ishereby ma o the State
Engineer, based upon the following showing of facts, submitted in accordance with the requiæments of Section 73-3--3 Utah Code
Annotated1953,asamended.

CHANGEAPPLICATIONNUMBER:t17815 WATERRIGHT NUMBER:89 - 153
*********************************************************************** *****************

This change Application proposes to change the PLACEOF USE and NATURE OF USE.
****************************************************************** *******************

1. OWNERSHIPINFORMATION.

A. NAME: Calvin C. and Anna R. Johnson INTEREST: 100%
ADDRESS:Post Office Box 64, Kanab, UT 84741

B. PRIORITYOF CHANGE:Famos 14, 894 FILING DATE:FaeguA 14,
r¯!¾

C. RIGHTEVIDENCEDBY: 89-153, D2434

* DESCRIPTIONOF CURRÊNTMATigRIJß¾I *

2. SOURCEINFORMATION.

A. QUANTITYOF WATER: 0.021 cfs

B. DIRECT SOURCE: Jepson Spring COUNTY:Kane

C. POINTOF DIVERSION -- SURFACE:
(1) N 1950 feet W2000 feet from SE corner, Section 3, T 43S, R 3W, SLBM

D. POINTOF DIVERSION-- OTHER:
(1) Stockwatering directly on stream

from a point in the SWlSE) of Sec 29, T40S, R2W,SLBM,
to a point in the SWISE¼of Sec 29, T40S, R2W, SLBM.

3. -WATERUSE INFORMATION.
The Water Right represented by this change application is SUPPLEMENTAL to other Water Rights.

STOCKWATERING:from Jan 1 to Dec 31. EQUIVALENTLIVESTOCKUNITS: 1,840.

DOMESTIC: from Jan 1 to Dec 31. FAMILIES: 1.

Temporary



CHANGEAPPLICATIONNUMBER:t17815 for Water Right: 89 - 153 continued***** Page: 2

4. PLACEOF USE.
*-------------------------------------------------------------------------------------*

* THEFOLLOWINGCHANGESAREPROPOSED: *

*-------------------------------------------------------------------------------------*

5. SOURCEINFORMATION.

A. QUANTITYOF WATER: 0.01 cfs REMAININGWATER:Same as HERETOFORE

8. DIRECTSOURCE: Jepson Spring COUNTY:Kane

C. POINT(S) OF DIVERSION-- SURFACE: Same as HERETOFORE.

D. COMMONDESCRIPTION:Telegraph Flat Area

6. WATERUSE INFORMATION. Changed as Follows:

INDUSTRIAL: from 01/01/94 to 12/31/95. Primarily for mixing cement for surface
sealing casing at a test well.

*-----------------------------------------------------------------------------------------*

7. PLACEOF USE. Changed as Follows:

(Which includes all or part of the following legal subdivisions:)

NORTH-EAST) NORTH-WESTI SOUTH-WESTl SOUTH-EASTl

BASE TOWNRANGSEC NE NWSWSE NE NWSWSE NE NWSW SE NE NWSWSE

SL 42S 2W 2 ... X sua sus

SL 43S 3W 36 X mm. ... ...

8. EXPLANATORY.

It is intended to use the water under this temporary change application for

the completion of a test well. Primarily for the mixing of cement for the
required surface seal. This application will expire Sept. 30, 1994.

This Temporary Change is being file to extend the intent of t93-89-23, under

which, no water was used durring 1993.

9. SIGNATUREOF APPLICANT(S).

The undersigned hereby acknowledges that even though he/she/they may have been assisted

in the preparation of the above-numbered application, through the courtesy of the
employees of the Division of Water Rights, all responsibility for the accuracy of the
information contained herein, at the time of filing, rests with the applicant(s).

Signature of Apþlicant(s)

Signature of



STATEENGINEER'S (NDORSEMENT

TEMPORARYCHANGEAPPLICATIONNUMBER:t17815 WATERRIGHTNUMBER:89-153

1. February 14, 1994 Change Application received by KHC.

2. February 16, 1994 Application designated for APPROVALby GWS.

3. Comments:

Conditions:
This application is hereby APPROVED,dated February 16, 1994, subject to prior
rights and this application will expire on September 30, 1994.

Gerald W. Stoker, Regional Engineer
for

Robert L. Morgan, State



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

NAME OF COMPANY: BURNETT OIL CO. INC.

WELL NAME: KAIBIB 1-36

API NO. 43-025-30022

Section 36 Township 43S Range 3W County KANE

Drilling Contractor

Rig #

SPUDDED: Date 3/18f94

Time

How DRY HOLE

Drilling will commence 3/27/94

Reported by GOGHNAUER

Telephone # 1-644-2611

Date 3/23/94 SIGNED



ENi ll i ACI IGN FORH - voun 6 AunREss 801 Cherry Street, Suite 1500

MA Fort Worth, TX 76102

ACTION CURRENf NEW API AWN CA UL NAME WFII I OCATION SPUO EFFECTIVECODE ENTITYNO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE
A ggt 43-025-30022 Kaibab 1-36 SWNE 36 43 S 3 W Kane 3-18-94

WELL 1 COMMENTS:
Anchor setting and spudding unit used to set 38' of 13.375" conductor pipe from ungraded ground level elevation of
6,404.8'. Waiting for roads to dry to move in drill rig.

) 2 COMMENTS:

I
WELL 3 C0HHENTS:

WELL 4 COMMENTS:

WELLJ COHNENTS:

re
ACTIg CODES (See instructions on back of form)

A - Establish new entity for new well (single well only) A-
*

B - Add new well to existing entity (group or unit well) SignatireœC - Re-assign well from one existing entity to another existing entity
,O - Re-assign well from one existing entity to a new entity Ageot 3-22-94

,
E - Other (explain in connents section) Title Date

NOTEg Use COMNENTsection Lo explain why each Action Code was selected. Phone No. {817 ) 332-5108



STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

CEMENTING OPERATIONS

COMPANY NAME: BURNETTE OIL COMPANY API NO: 43-025-30022

WELL NAME: KAIBAB 1-36

QTR/QTR SW NE SECTION 36 TOWNSHIP 43 S RANGE 3 W

CEMENTING COMPANY: WESTERN WELL SIGN: NO

INSPECTOR: HEBERTSON DATE: 3/29/94

CEMENTING OPERATIONS: PLUGBACK: SQUEEZE: P&A ZONE:

SURFACE CASING: Y INTERMEDIATE: PROD CASING:

PERFORATIONS: SQUEEZE PRESSURE:

CASING INFORMATION:

SIZE: 9 5/8 GRADE: 40 K-55 HOLE SIZE: 12 1/4 DEPTH: 900

SLURRY INFORMATION:
1.CLASS: G 24 CaCl 1/4 LB/GAL CELOFLKS

LEAD : 440 SX TAIL:

2.SLURRY WEIGHT LBS. PER GALLON:
LEAD: 15.5-16 TAIL: 15.8

3.WATER (GAL/SX)
LEAD: 5.2 TAIL: 5.2

4.COMPRESSIVE STRENGTH:
PSI @ HRS. HRS

PIPE CENTRALIZED: Y CEMENTING STAGES: 1

LOST RETURNS: Y REGAIN RETURNS: N BARRELS LOST: UNKN

TOP OF CEMENT: UNKNOWN PERFORATED INTERVAL:

PRIMARY CEMENT TO SURFACE: NO

1 INCH INFORMATION: WEIGHT: 16 CEMENT TO SURFACE: Y

FEET: 90 SX: 40 CLASS: G %SALTS: 2 RETURNS: Y

ADDITIONAL COMMENTS: CEMENT DID NOT CIRCULATE AT ALL. SET SURFACE

CEMENT ON A CEMENT BASKET @ABOUT 90' LEFT 2 INCHES OF CEMENT

IN THE CELLAR HELD



orms STATF 'F UTAH
DEPARTMENT OF URAL RESOURCES 6. Lease Designation and Serial Number
DIVISION OF OIL, GAS AND MINING ML-44249 (Utah)

7. Indian Allottee or Tribe Name

SLJNDRY NOTICES AND REPORTS ON VÝEf;LS

.TypeofWelt 111E HULL - LUNEIDENIlAL 5IAiU3 KtqUthII.09.WellNameandNumber

O °wi,, O ?,i, 3 Oher spec Drilling Wildcat/0il Kaibab 1-36
. Name of Operator 10. API Well Number

Burnett Oil Co., Inc. 43-025-30022
Address of Operator 4. Telephooe Number 11. Field and Pool, or Wildcat

801 Cherry St., Suite 1500 817/332-5108 Wildcat
Location of Well

Footage : 1,868' FNL& 1,824' FEL County : ËûDB
QQ.Sec,T..R..M. : SW/NE, Sec. 36, T43S, R3W, SLM State : UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTlCE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandonment O New Construction O Abandonment ° O New Construction
O Casing Repair Pull or Alter Casing Q Casing Repair Q Pull or Alter Casing

Change of Plans Recompletion Q Change of Plans O Shoot or Acidize

O conversionto injection Shoot or Acidize O conversionto injection O Vent or Flare
Fracture Treat Vent or Flare Fracture Treat O watersnut-on

O MultipleCompletion WaterShut-OH Q Other Monthly drilling operations
O °©er

Date of Work Completion
Approximate Date Work Will Start

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETIONOR AECOMPLET10NAND LOG form.
* Must be accompanied by a cement verification report.

13. DESCRISE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

3/18/94 Set 38' 13.375' conductor pipe.
3/27/94 Spud @8:00 a.m.
3/27-30/94 Drilled 12 1/4" hole to 940'. Ran 22 jts. 9 5/8" 36# K-55 R-3 ST&Ccsg.

Shoe @ 931', fillup collar @ 889'. Cemented w/ 440 sx B-neat cmt. w/ 2%
CaC1 + 1/4#/sk celloseal. WOC18 hrs. NU & test 80PE.

3/30-31/94 Drilled 8 3/4" hole to 1133'.

.horebycertityth ingi

Leslie Hathorn Engr. Secretary oate 4/19/94

(State Use Only)

(8/90) See Instructions on Reverse



29 STATE ,F UTAH
DEPAATMENT OF .URAL RESOUR 6. Lease Designation and Serial Number

DIVISION OF OlL, GAS AND MI ML-44249 (Utah)
7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS
-«not use triis form for proposals to drift new walls doopenexisting wells.or to te . Unit or Communitization Agreement

UseAPPLICATIONFOFLPEAMIT--forsuch4topo .

ype of Well (gE HO.E CONFIDENTIALS IA\ US REQUE•IkWell Name and Number

O °¿, O wa.fi O '""°' ) iÏrilling Wildcat/0il Kaibab 1-36
Name of Operator 10. API Wet! Number

Burnett Oil Co., Inc. -025-30022

ddress of Operator 801 Cherry St. , Sui te 1500 4. Telephone Number 11. tel'd and Pool, or Wildcat

eationotwell
Ft. Worth, TX 7610? 817/332-5108 Wildcat

Footage : 1,868' FNL & 1,824' FEL County : Kane
co.see.r..A..M. : SW/NE Sec. 36, T43S,R3W, SLM State : UTAH

CHECK APPROPRIATE BOXES TO lNDICATENATURE OFNOTLCE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment O New Construction O Abandonment ° O New Construction
Casing Repair Pull or Alter Casing O Casing Repair OF "°r^iter casing
Change of Plans O Recompletion O changeor Pia 3 O Shoot or Acidize
Conversion to Injection Shoot or Acidize O conversionto iniection O ventor Flare
Fracture Treat Vent or Flare Fracture Treat Q Water Shut-OU
Vultiple Completion Water Shut-Off Other
Other

Date of Work Completion
Approximate Date Work Will Start 4/17/94

Aeport results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETIONOR AECOMPLETION AND LOG form.
* Must be accompanied by a cement verification report.

3. DESCRISE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell ¡s directionally drilled, give subsurface
ocations and measured and true vertical depths for all markers and zones pertinent to this work.)

3/18/94 Used anchor setting & spudding unit to set 38' of 13.375" conductor pipe.
3/29/94 Set 22 jts. 9 5/8" 36# K-55 R-3 ST&Ccsg., shoe @931', fillup collar @

889'. Cemented w/ 440 sx B-neat cmt. w/ 2% CaC1 + 1/4#/sk celloseal.
4/16/94 Drilled 8 3/4" hole to TD of 5356'.
4/17/94 Logged. Notified & recieved verbal permission from Mike Hebertson (DOGM)

to P&A. Witnessed by Mike Hebertson.
4/18-19/94 Set Plug #1 w/ 40 sx cement w/ 2% CaC1 from 4715'-4615'.

Set Plug #2 w/ 50 sx cement w/ 2% CaCl from 3125'-3100'.
Set 9 5/8" BP @915'. Pumped 30 sx cement on top of BP.
Set 10 sx cement to surface. Plug in place @ 4:15 a.m. 4/19/94.

Formation Tops: Surface Kaibab LS 1862 Pakoon Fm 4674 Tapeats SS
228 Whiterim SS 2058 Calville FM 4780 Precambrian
358 Toroweap SS 2328 Redwall LS
630 Coconino SS 2510 Mooney Falls Mbr
699 Hermit Shale 3278 Mauv LS

1358 Cedarmesa SS 4330 Bright Angle Shale
14. I horeby certify that tho foregoing is true and correct

¯¯

Name&Signature L Leslie Hathorn .riti. Engineering Secr. oate 4/20/94

(State Use Only)

fa/901 See Instructions on Roverse



, a STATF 'F UTAH
DEPARTMENT OF URAL RESOUR 6. Lease Designation and Serial Number

DIVISION OF OIL, GAS AND MI ML-44249 Utah
. Indi,anNI,ottge o ige ggtpg

SUNDRY NOTICES AND REPOR a send i if IL
o not use tNa form ler proposals to drill new welfs deepenexistingwells pr (n . Unit or Communitization Agreement

Ube APPLICATION FOR PERMLTA forwch pro

.TypeofWell g1E H0 00NFlUEltilAL SIAIUS REQUE ItW•IINameandNumber
El °wii E] wa gg peo Erilling Wildcat/0il Kaibab 1-36

Name of Operator 10. API Well Number

Burnett Oil Co., Inc. ¶-025-30022
Address of Operator 801 Cherry St . , Sui te 1500 4. Telephooe Number 11. Fiéid and Pool, or Wildcat

Ft. Worth, TX 76102 817/332-5108 Wildcat
cation of Well

Fotage : 1,868' FNL& 1,824' FEL comme: Kane
QQ.Sec,T..FL,M. : SW/NE Sec. 36, T43S,R3W, SLM mate : UTAH

CHECK APPROPRIATE BOXES TO INDiCATENATURE OF NOTlCE, REPORT, OR OTHÉR DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction O Abandonment * New Construction

O Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

O changeof Plans O Recompletion O changeat Frans O Sho°t or^cidize

O conversionto injection O Shoot or Acidize O conversionto injecti°" O Vent or Flare

O Fracture Treat Vent or Flare O Fracture Treat Q Water Shut-OH

O Multiple Completion Water Shut-Off O Other

O Other
Date of Work Completion

Approximate Date Work Will Start 4/17/94
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETIONOR AECOMPLETIONANDLOG form.
* Must be accompanied by a cement verification report.

3. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent detaits, and give pertinent dates. Ifwell is dIrectionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

3/18/94 Used anchor setting & spudding unit to set 38' of 13.375" conductor pipe.
3/29/94 Set 22 jts. 9 5/8" 36# K-55 R-3 ST&Ccsg., shoe @ 931', fillup collar @

889'. Cemented w/ 440 sx B-neat cmt. w/ 2% CaC1 + 1/4#/sk celloseal.
4/16/94 Drilled 8 3/4" hole to TD of 5356'.
4/17/94 Logged. Notified & recieved verbal permission from Mike Hebertson (DOGM)

ta-E&A. (Jitnessed by Mike Hebertson.
4/18-19/94 Set Plug #1 w/ 40 sx cement w/ 2°i CaC1 from 4715'-4615'.

Set Plug #2 w/ 50 sx cement w/ 2% CaC1 from 3125'-3100'.
Set 9 5/8" BP @ 915'. Pumped 30 sx cement on top of BP.
Set 10 sx cement to surface. Plug in place @ 4:15 a.m. 4/19/94.

Formation Tops: Surface Kaibab LS 1862 Pakoon Fm 4674 Tapeats SS
228 Whiterim SS 2058 Calville FM 4780 Precambrian
358 Toroweap SS 2328 Redwall LS
630 Coconino SS 2510 Mooney Falls Mbr
699 Hermit Shale 3278 Mauv LS

1358 Cedarmesa SS 4330 Bright Angle Shale

a e

sgyneaet

Leslie Hathorn nr. Engineering Secr. oat. 4/20/94

(State Use Only)

(8/90) See Instructions on Reverse



STATEOf UTAH
OrIVISION OF OIL, GAS ANDMINING

REPORTOF HATERENCOUNTEREDDURINGDRILLING - FORH7 (1/89)

1. Well name and number: Kaibab 1-36 TITE HOLE - CONFIDENTIALSTATUSREQUESTED
API number: (f-025-30022

2. Well location: QQ SWNEsection 36_ township43S range 3_W_county Kane

3.þejl operator: Burnett Oil Co., Inc.
A3dress: 801 Cherry St., Suite 1500 hon :

610ssa-blUo
Et. Worth, lA 16102

p e

4. Drilling contractor: Four rneners Drilling Company
Address: P.O. Rox 1067 phone: 505/326-3370

Farmington. NM 87499

5. Water encountered (continue on reverse side if necessary)

Depth Volume Quality
from to (flow rate or head) (fresh or salty)

?49 Perched water fresh

3120 Top Mater table froch

No flowinn water enrniinte-ed

at any time while drilling.

6. Formation tops: Surf. Kaibab LS 228 Whiterim SS 358 Toroweap SS
630 Coconio SS 699 Hermit Shale 1358 Cedarmesa SS

1862 Pakoon Fm 2058 Calville Fm 2328 Redwall LS
2510 Mooney Falls 3278 Mauv LS 4330 Bright Angle Sh
4674 Tapeats SS 4780 Precambrian

If an analysis has been made of the water encountered, please attach a copy of the
report to this form.

I certify that this report is true and complete to the bes of m knowledge.

Brian S. BristerName Signature
Title Geologist Date 4/21/94 ¿A

I



r-orms STAT" F UTAH
DEPARTMENT Oi ,TURAL RESOURC 6. Lease Designation and Serial Number

DIVISIONOF O GAS AND MINING 5 ML-44249 (Utah)

1. Type of Well ..

O °wi,, O w".fi i "'"" > Drilling Wildcat/0il Kaibab 1-36
2. Name of Operator 10. APIWell Number

Burnett Oil Co., Inc. 45-025-30022
3. Address of Operator 80 1 Cherry St . , Su i te 1500 4. Telephooe Number 11. Field and Pool, or Wildcat

Ft, Worth, TX 76107 817/332-5108 Wildcat
5. Location of Well

Footao• : 1868' FNL & 1824' FEL county: Kane
QQ.Sec,T..R..M. : SWNESec. 36, T43S., R3W, SLM State : UTAH

NOTICEOF INTENT SUBSEQUEITTREPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandonment O New Construction O Abandonment O New Construction

O Casing Repair OP 1°r^tter casins O Casing Repair OP llor^tter casing
O changeof Plans O accompletion O changeor etans O Shoot or Acidize

O conversionto iniection Shoot or Acidize O conversionto injection O ventor mare
O Fracture Treat O ventor mar• O Fracture Treat O watersaut-on .

·

O Multiple Completion O Water Shut-OH Other April drill ing operations
O °*er

Date ofWorkCompletion
Approximate Date Work Will Start

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETIONOR RECOMPLETIONAND LOG form.
' Must be accompanied by a cement verification report.

13. DESdRISE PROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones perdnent to this work.)

4/1/94-4/19/94
Drilled 8 3/4" hole w/ air to 3208', had water entry, drilled w/ intermittant returns to
3388' & blind to 3402'. Set water shut off plug at 3402' w/ 120 sx cement, cemented DP
in hole. Backed off at 2928'. Ran logs, Schlumberger tagged fish @2930', found top of
surface pipe cement at 228'. Set kick off plug #1 w/ 110 sx of 16.1#/gal cement at 2830',
tagged plug at 2907'. Set plugs #2 & #3 at 2806' & 2620' each w/ 60 sx of cement. Tagged
plug #2 at 2729' & #3 at 2531'. Dressed off cement to 2541' & sidetracked hole with down
hole motor. Mist drilled 8 3/4" hole to 5365' TD. Ran Schlumberger Dual Induction-SFL

& Compensated Neutron-Lithodensity logs. Well P&A'd 4/19/94. See Abandonment Report.

Surveys: 152'-1°ð 419'-1/2°, 9)l'-1°, 11g5'-1 1/4°, 13g6'-2°, 1521'-2°, 1751'-2°,

2091'-3 , 2393'-2 1/2 , 2579'-3 , 2994'-3 1/2 .

Side Track Hole Surveys: 2500'-3°S13g, 2561'-2 1/2°S41E, 259 ' misrun, 2622'-2 3/4°,

2738'-2 3/4 , 3082'-3 , 3492'-2 3/4 , 4005'-2 , 5318'-10 1/4 .

s L. Hathorn Engineering Sec. oat. 4/22/94

(8/90) See Instructions on Aeverse



State of Utah
Division of Oil, Gas & Mining
355 West North Temple, #350
Salt Lake City, Utah 84180-1203

Re: ML-44249
Kaibab #1-36
45-025-30022
SWNE Sec. 36, T438, R3W, SLM
Kane County, Utah

Gentlemen:

Enclosed is our well completion report and logs along with our subsequent
report of P&A for the subject well. This is a "tite hole" and we hereby
request that you hold all information, including logs, strictly confidential
and not release any information for a period of 1 year or before May 15, 1995.

Should you need further information or have any questions please advise.

Yours truly,

Leslie Hathorn

/lh

Enclosures

801 CHERRY STREET FORT WORTH, TX 76102-6869
sun·E 1500 BURNETT OIL Co., INC.

- (817)



rerme ,
,

STA, " OF UTAH
DEPARTMENT TURAAESOUAOES ? ?? ' A e. Lease oesignanonansaadatuumber
DIVISIONOF OIL, GAS gyg

MY I 6 1994

0 °¿n O RT, Drilling Wildcat/0il Kaibab 1-36
2. Name of Operator 10. APIWeUNumber

Burnett Oil Co., Inc. 4$-025-30022
x Aar...of operat°' 801 Cherry St . , Su i te 1500 4. ÌefephoneNumber 11. Àeidand Pool, or Wildcat

Ft. Worth. TX 76102 .
817/332-5108 Wildcat

5. Location of Well

Footaa• : 1868' FNL& 1824' FEL county: Kane
CO.Sea,T..R..M. : SWNESec. 36. T43S, R3W.,SLM State : UTAH

NOTICEOF INTENT SUBSEQUENTREPORT
(Submit in Duplicate) (Submit OriginalFann Only)

O Abandonment 0 New Construction Abandonment ° 0 New Construcdon

O casingsepair OP ll or^tter casine O casingRepa O Pull or^tter casing
O changeofPia s O accompleuon O changeofPlans O Shoot or Acidize

O conversionto injection 0 Shoot or Acidize 0 conversionto iniecuon 0 Vent or Flare

O Fracture Treat O ventor Fiar• O Fracture Treat O watersaut-on .

·

O MuldpleCompledon O watersnut-o" O other
O Oth•'

Date ofWorkCompletion 4/19/94
Approximate Date Work Will Start

Report resullsof Muldple Compledons and Recomplodone to dMerent reservoirs
on WELL COMPLETIONOR RECOMPI.ETIONANDLOG form.
* Must be accompanied by a cementverdloadonreport.

13. DESdRISE PROPOSED OR COMPLETEDOPERATIONS(Clearly state att pertinent detaHe, and give pertinent dates, ifwellis direedonaHy drilled, give subsurface
locadons and measured and true verdcal depths for all markers and zones perinent to this work.)

4/18-19/94

TD 5365'. Set plugs as fóllows:

Plug #1 4715'-4611' 40 sx B +2% CaC1 8 3/4" open hole
Plug #2 3125'-2985' 50 sx B +2% CaCl 8 3/4" open hole
Set 9 5/8" BP @915'
Plug #3 916'-839' 30 sx B +2% CaC1 9 5/8" surface casing
Plug #4 60'-surf. 10 sx B +2% CaC1 13.375" conductor pipe

5/2/94 Cut off casing collar 3' below surface, welded on 9 5/8" plate, installed
abandonment marker.

The Western Company Cement Job Detail Sheet attached.

14.Iherebycaertify eforegang

Leslie Hathorn nu,°Engineering Secretary

(State UseOnly)

(8490) See instrucdons on Reverse



FORM8
STATEOF UTAH

DIVISION OF OIL, GASANDMINING 4. ..raan ......ar... ... ...w. ...

ML-44249 (Utah)

WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG ""°''"°"'°"'°""""'"'

la. Th¾ OF Wh.LA.: os
LL St.L O .., O osaar TITE HOLE 1. unst acassus.92 nam.

k TYPE OT COMPI.ETION:

ELO .'.°."." O :," O :J.: O :'il...O Other A 3. TAase om Laass naus

:- naus or or==arom Kaibab
Burnett Oil Co., Inc. g- · **LI *•·

a. ....saa er orsaarna v 1-36
801 Cherry St., Suite 1500, Ft 76TO zo. †!28.0 AND POOf.. 08 WILDCAT

4. I.ocaTrom or war.L tÁrport location cicarir and in accordance i y State reguaressents) Wildcat
at surrae. 1868 ' FNL & 1824 ' FEL u. are.. T.. a. u.. en nues ano saavar

08 AREA

18 top prod. interval reported below
Sec. 36, T43S, R3W, SLM

At total depth

14. API NO. DATE tasuED 12. COUNTT 13. BT&TE

45-025-30022 7/26/94 Kane UTAH
13. DATE SPUOORD 14. DATE T.S. ABACNED 17. DATE COMPt.. (Êtsdy to pred.) 18. EI.XTATIOWS (DF, 283, 12, GE, STC.) 19. ELET. ChalNWEEAD

3/18/94 4/16/94 4/19/94 (Fr.«Iu.> 6417 KB
20. TWTAL DEPTE. MD A TTD 11. FLUS AACE T.O.. xa a TW 22. IT MULTIPt.E COMFt... 22. INTERVAL3 20TART TOOL3 CABLE TOQt.s

MOW MANT DalLLED BT
5365' Surf . All

24. Paoouct.94 INTsaval.(s), or Tata court.xTzou-TOP, saTTON. NAME (MD AND TTO) 25. was osasCito.Nat.
SUETET MAos

No
25. TTrs Et.scTsac AND OTMax Loca 10N 27

TAS WILL CORED YESQMO a..seemedysaat

Phasor (Dual) Induction, Neutron Density GR o..a sys. ras, rese no g,, ..,,,, ,,

28. CASING RECORD (Report all strings att in well)
cass.ma ::15 watcar, t.a./rT. OtFTE stT (MD) NoLE sitz CEMt.NTING EBComo AMoulfT PULLED

13 ¶5" 38'
4 5/8" 36# 937' 12 1/4" 440 sx B+2%CaC1+1/4#}sk celloseal

I
I \

23. LINER RECORD 30- TURING RECORO
alzt TOP (Mal soTToM (MD) sacza CzuzNT scactN (Mal sizE DEPTS asT (MD) PACExa ssT (Mol

$1. FearonATros RECosa (laterval, asse and numaer) 22. ACID. SHOT. FRACTURE. CEMENT SOVEEEE. ETC.
ocrea tWTERTAL (MD) AbiOUNT ANO ETND OF MATERIAL 0380

33. PRODUCTION
DATE TIERT PRODUCTION FRODUCTIO.N METHOD (Eletesag, gas is/t, punapsag-esse gad typt of pamp) wtt.L STATUB (Producang or

aAut-(ss)

DATE or Tsar Rotaas TsaTED Caott sitz Faco N. TOR Glie-saL. Cas-asCT. srarza-saL. CAa•GIL RATiO
TE3T PExfOD

Ft.aw. TVIING FR-as. ca.t!Wo ras.taunc CAI.CULATED GIL-sat.. Gaa-MCT. WATCA-a-L. GIL GaaftTT•&FÏ(C0ax.24•œoca saTz

- I \ \
34. DiaroarTroN or can (Seid, used for fuel, rented, etc•) TsaT wttussaso at

34. LI.1T OF ATTACEMS.YT3

DOGM Form 7; Logs
36. I aCerto it at t I CDed tatortnation la colap ete andecorrect as 4S afrain all afallabit records

See Spaces for Additional Date on Reverse Side
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THE WESTERN COMPANY
- CEMENT JOB DETAIL SHEET -

CUS MLER D

L E &,WELLNAME-OCSG LOCATION ,

' COUNTY-PARIS 8 OCK
ikuk A I-JIy (C•Y"Mrs

.94 i De
Dls CT DRILUNGCONTRACT R RIG e OPERATOR

MATERIAL
' TYPEOF PLUGS LIST-CSG-HARDWARE 80 10P PHYSICAL SLURRYPROPERTIES

FURNISHED To MANI OF SLURRY SLURAY WATER PUMP Bbl Bbl
FOLD EACH WGT YLD GPS TIME SLUAR'r MIX

BY WPS BTM FLUFD PPG FF HA:MIN WATER

Available Mix Water Ñ J Bbl. Available Displ.Fluid & 2noBbl. TOTAL ( (g (g.a

HOLE TBG-CSG g TBG-CSG-D.P. COLLAR DEPTHS

SIZE V. EXCESS DEPTM SIZE WGT. TY E DEPTH S1ZE WGT. TYPE DEPTH SWOE ~LOAT STAGË

LAST CASING PKR-CMTRET-BR PL-LINEA PERF. DEPTH TOP CONN WELL FLUID
SIZFWGT TVEDEPTH BRANDSTYPE DË9TH TOP BTM SIZ TWREAD TYPE WGT.

CAL. DISPL. VOL.-Bbl. CAL. PSI cAL.MAxPs OP. MAX VIAXTBG PSI MAX CSG PSI DISPL FLUID wATER

TBG.CSG.CSS.TOTAIBUMPPLUGTOREVSO.PSI RATED OP. RATED OP. TYPEWGT.SOURCE

V4tté 1600 e 7.33 Š¾
GYDt 6M6Tlf3M-T (3f 141 G RETTIMO Trif31 RilNNWl: PRC, FTP 991nm Tn PMFNTINf4-

PRESSURE/RATE DETAIL
' EXPLANATION

TIME PRESSURE-PSI RATE Bbl. FLUID FLUID SAFETY MEETING: WPS CREW g CO. REP g
HR: MIN. PIPE ANNULUS BPM PUMPED T/PE TEST LINES pgap PSI

Àm CtRCULATINGWELL-RIG O WPS O

PSI TO TEST TOTAL Bbl.CMT PSI SPOT SER. SUP. - .
•

BUMPED BUMP FLOAT Bbl. RETUANSI LEFT ON TOP
PLUG PLUG EQUIP. PUMPED REVERSED CSG CEMENT

Y N v N i 18.< a ...).

CUgT h C A.
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